


Nakajima, H., Pukird, S., Saitoh, T., Kakizaki, A., & Ishii, T. (2005). Surface energy bands of p(1 × 1)Cr(1 0 0) and p(1 × 1)O/Cr(1 0 0). *Proceeding of the Fourteenth International Conference on Vacuum Ultraviolet Radiation Physics*, 144–147(0), 409–412. doi:10.1016/j.elspec.2005.01.030

Nilrakoo, W., & Saejung, S. (2009c). Weak convergence theorems for a countable family of Lipschitzian

properties of mica glass-ceramics containing Cr2O3 produced by heat treatment. *The 8th Asian Meeting on

doi:10.1016/S0010-4655(00)00203-4

infected Burkholderia pseudomallei patients found in Sapprasithiprasong Hospital. *15th International
Congress on Infectious Diseases (ICID) Abstracts, 16, Supplement 1*(0). doi:10.1016/j.ijid.2012.05.600

optical properties of CeO2 nanoparticles synthesized by a simple polyvinyl pyrrolidone (PVP) solution

Pianthong, K., Seehanam, W., Behnia, M., Sriveerakul, T., & Aphornratana, S. (2007). Investigation and
improvement of ejector refrigeration system using computational fluid dynamics technique. *Energy
Conversion and Management, 48*(9), 2556–2564. doi:10.1016/j.enconman.2007.03.021

doi:10.1016/j.physb.2013.03.014

Prakrankamanant, P., Leelayuwat, C., Promptmas, C., Limpaiboon, T., Wanram, S., Prasongdee, P., ...
Jearanaikoon, P. (2013). The development of DNA-based quartz crystal microbalance integrated with
isothermal DNA amplification system for human papillomavirus type 58 detection. *Selected Papers from
the World Congress on Biosensors, 40*(1), 252–257. doi:10.1016/j.bios.2012.07.033

and microbial diversity of mixed cultures in biological wastewater treatment. *Bioresource Technology,

electrochemically and thermally stable amorphous hole-transporting carbazole dendronized fluorene.

Synthesis and characterization of N-carbazole end-capped oligofluorene-thiophenes. *Tetrahedron,
63*(36), 8881–8890. doi:10.1016/j.tet.2007.06.017

structural basis of arylamides to improve potency against M. tuberculosis strain through molecular


Ruttanapun, C., Prachamon, W., & Wichainchai, A. (2012). Optoelectronic properties of Cu$_{1-x}$PtxFeO$_2$ (0 ≤ x ≤ 0.05) delafossite for p-type transparent conducting oxide. *Current Applied Physics, 12*(1), 166–170. doi:10.1016/j.cap.2011.05.028


